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VERTICAL BRACE
4"x4"x14" ANGLE
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HORIZONTAL BRACE

4"x4"x %" ANGLE

NOTES

. MAXIMUM SIGN SIZE IS 9.0 SQUARE FEET IN MAXIMUM WIND

VELOCITY OF 80 MPH

. ERECT TYPE "E" AND "F" SIGNS WITH THE SAME SPECIFICATIONS

AS "TYPICAL INSTALLATION OF SIGNS MOUNTED Ol
"U" CHANNEL POSTS.

- ERECT MILE MARKERS WITH THE SAME SPECIFICATIONS AS

"MILEPOST DETAILS AND PLACEMENT". SEE ROADWAY
STANDARD NUMBER 904.40.

- USE APPLICABLE SECTIONS OF THE NCDOT STANDARD SPECIFICATIONS

FOR ROADS AND STRUCTURES.

.ATTACHA;HE BRACE TO THE BARRIER BY MEANS OF

ETER, 2" LONG CONCRETE ANCHORS WITH LOCKWASHERS.
USE CONCRETE ANCHORS THAT ARE STAINLESS STEEL OR
GALVANIZED IN ACCORDANCE WITH ASTM A-152.
INSTALL IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS .

SIGN FACE

N

é

SEE NOTE 1—"

ASTM A-307

5/16" DIA. BOLT—" %

%6'' DIA. HEX. HEAD OR
%' DIA. FASTENER
(SEE APPLICABLE SPECIFICATION)

NYLON WASHER
(WHERE APPLICABLE)

ALUMINUM SHIMS
/ (FOR TYPE "E" AND "F" SIGNS)

2 LB./LF OR 3 LB./LF "U" CHANNEL POST
’////F_-(SEE APPLICABLE SPECIFICATION)

LOCKWASHER
\@/ NUT

ASTM A-36 STEEL
WITH ASTM A-153 GALVANIZING

P /SIGN BRACE ASSEMBLY

P S S S SPS S SSSS L SRSSSSLSS S SSssLLLSSLsssLLossssssssepes

15" DIA. X 2" CONCRETE ANCHORS BARRIER

WITH LOCKWASHERS, SEE NOTE 5.
ASTM A-307
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